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SV9INC-219-US

Rough for Thermostatic Valve with Volume Control 

SV9INC-219-US

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 3/4“ NPT
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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SV9INC-220-US

Rough for Thermostatic Valve with 2-way Diverter

SV9INC-220-US

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 3/4“ NPT
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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SV9INC-229-US

Rough for Volume Control

SV9INC-229-US

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 3/4" NPT inlets and outlets
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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SV9INC-275-US

Rough for Thermostatic Valve with 3-way Diverter

SV9INC-275-US

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 3/4" NPT inlets and outlets
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor

3"

¾
"

⅛
"

1- 
x

¾
"

¾"

¾"

¾
"

5"

3"

⅝"

SV9INC-276-US

Rough for 3-way Diverter with Volume Control

SV9INC-276-US

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 3/4" NPT inlets and outlets
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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SV9INC-311-US

Rough for Thermostatic Set with 2-way Volume Control

SV9INC-311-US

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 3/4" NPT inlets and outlets
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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SV9INC-312-US

Rough for Thermostatic Set with 3-way Volume Control

SV9INC-312-US

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 3/4“ NPT inlets and outlets
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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X29.936

Rough for Wall-mount Thermostatic Shower

X29.936

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 1/2“ NPT inlets
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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X39.1022

Rough for Floor-mount Tub Filler and Outdoor Shower 

X39.1022

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 1/2“ NPT inlets
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor

OPTIONAL RESIN KIT SV9KPR-
254-US 

AVAILABLE
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X69-1082-US / X69-1082-US-L

Rough for Two-hole Wall-mount Basin Faucet

X69-1082-US Mixer on right
X69-1082-US-L Mixer on left

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 1/2“ NPT inlets
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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X49-1093

Rough for Floor-mount Tub Spout

X49-1093

• Marine Grade 316L stainless steel universal 
rough-in unit, fitted on a stainless steel support

• 1/2“ NPT inlets
• The same rough-in is used for all finishes.
• Fully recyclable
• 
• Areas of application: Indoor & outdoor

OPTIONAL RESIN KIT SV9KPR-
254-US 

AVAILABLE
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MINIMAL MB262

Two-hole Stainless Steel Basin Faucet

MB262-SSM Stainless Steel Matte
MB262-SSP Stainless Steel Polished
MB262-SSMB Stainless Steel Matte Black PVD
MB262-SSMG Stainless Steel Matte Gold PVD
MB262-SSMRG Stainless Steel Matte Rose Gold PVD*

MB262-SSMT Stainless Steel Matte Titanium PVD*

• Deck-mount stainless steel basin faucet
• Marine Grade 316L machined 

stainless steel construction
• Integrated aerator
• Fixed spout
• Braided stainless steel flexible 

hoses 3/8" compression
• Connecting hoses allow flexibility in 

positioning of spout and mixer
• Minimum install hole diameter 1-1/4"
• Flow rate is 1.2 GPM at 60 PSI
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• AC990 Stainless Steel Universal Push Drain 
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MINIMAL MB266 

Single-hole Stainless Steel Basin Faucet 

MB266-SSM Stainless Steel Matte
MB266-SSP Stainless Steel Polished
MB266-SSMB Stainless Steel Matte Black PVD
MB266-SSMG Stainless Steel Matte Gold PVD
MB266-SSMRG Stainless Steel Matte Rose Gold PVD*

MB266-SSMT Stainless Steel Matte Titanium PVD*

• Countertop stainless steel washbasin mixer
• Marine Grade 316L machined 

stainless steel construction
• Unique design with control on the head
• Maximized ergonomics and ease of use
• Fixed spout, but can be custom ordered to swivel
• Braided stainless steel flexible 

hoses 3/8" compression
• Minimum install hole diameter 1-1/4"
• Flow rate is 1.2 GPM at 60 PSI
• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• AC990 Stainless Steel Universal Push Drain 
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MINIMAL MB289

Single-hole Stainless Steel Basin Faucet

*

MB289-SSM Stainless Steel Matte
MB289-SSP Stainless Steel Polished
MB289-SSMB Stainless Steel Matte Black PVD
MB289-SSMG Stainless Steel Matte Gold PVD
MB289-SSMRG Stainless Steel Matte Rose Gold PVD
MB289-SSMT Stainless Steel Matte Titanium PVD*
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Deck-mount stainless steel basin faucet
Marine Grade 316L machined 
stainless steel construction
Integrated aerator
Fixed spout
Braided stainless steel flexible 
hoses 3/8" compression
Minimum install hole diameter 1-1/4"
Flow rate is 1.2 GPM at 60 PSI
IAPMO (cUPC) listed 
ADA compliant
Fully recyclable

Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
AC990 Stainless Steel Universal Push Drain 
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MINIMAL MB294T

Two-hole Stainless Steel Wall-mount 
Single-lever Basin Faucet

MB294T-SSM Stainless Steel Matte
MB294T-SSP Stainless Steel Polished
MB294T-SSMB Stainless Steel Matte Black PVD
MB294T-SSMG Stainless Steel Matte Gold PVD
MB294T-SSMRG Stainless Steel Matte Rose Gold PVD

*

MB294T-SSMT Stainless Steel Matte Titanium PVD

*

• Wall-mount stainless steel basin faucet 
with mixer either on the left or right.

• Marine Grade 316L machined 
stainless steel construction

• Elegantly curved spout with concealed 
aerator paired with a 1-½" diameter, 
perfectly proportioned mixer

• The optional rectangular plate can be 
ordered separately see page 192 (code 
changes depending the finish)

• Concealed Aerator
• Flow rate is 1.2 GPM at 60 PSI
• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPI-357-US ⅝" extension kit
• AC990 Stainless Steel Universal Push Drain  

REQUIRED (not supplied)
• X69-1082-US Marine Grade Stainless Steel rough 

for mixer on right, universal for all finishes 

• X69-1082-US-L Marine Grade Stainless Steel 
rough for mixer on left, universal for all finishes
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MINIMAL MB455

Stainless Steel Thermostatic Set with 2-way Volume Control

MB455-SSM Stainless Steel Matte
MB455-SSP Stainless Steel Polished
MB455-SSMB Stainless Steel Matte Black PVD
MB455-SSMG Stainless Steel Matte Gold PVD
MB455-SSMRG Stainless Steel Matte Rose Gold PVD*

MB455-SSMT Stainless Steel Matte Titanium PVD*

REQUIRED ROUGH
(not supplied)

• Thermostatic control and two way 
volume control – allows handshower and 
one additional water outlet control

• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction

• Diverter is non-shared, allowing one 
function to operate at a time

• Maximum flow rate of 8.7 GPM  at 45 PSI 
• Water outlet with handshower 

support are supplied
• Handshower to be ordered separately
• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.318 1-⅜" Valves extension kit
• AC920 Short Pen Stainless Steel  

Handshower with Hose
• AC922 Double Pen Stainless Steel  

Handshower with Hose
• AC924 Round Stainless Steel  

Handshower with Hose 

REQUIRED (not supplied)
• SV9INC-311-US Rough-in unit produced from 

Brass; universal for all finishes
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MINIMAL MB456

Stainless Steel Thermostatic Set with 3-way Volume Control

MB456-SSM Stainless Steel Matte
MB456-SSP Stainless Steel Polished
MB456-SSMB Stainless Steel Matte Black PVD
MB456-SSMG Stainless Steel Matte Gold PVD
MB456-SSMRG Stainless Steel Matte Rose Gold PVD*

MB456-SSMT Stainless Steel Matte Titanium PVD*

• Thermostatic control and two way volume 
control: allows to control the handshower 
and two additional water outlets

• Marine Grade 316L machined 
stainless steel construction

• Water outlet with handshower 
support are supplied

• Handshower to be ordered separately
• Flow rate is 8.7 GPM at 20 PSI
• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.318 1-⅜" Valves extension kit
• AC920 Short Pen Stainless Steel  

Handshower with Hose
• AC922 Double Pen Stainless Steel  

Handshower with Hose
• AC924 Round Stainless Steel  

Handshower with Hose 

REQUIRED (not supplied)
• SV9INC.312 US Marine Grade Stainless Steel 

rough; universal for all finishes

REQUIRED ROUGH
(not supplied)

MINIMAL MB439N

Stainless Steel Thermostatic Valve with Volume Control

MB439N-SSM Stainless Steel Matte
MB439N-SSP Stainless Steel Polished
MB439N-SSMB Stainless Steel Matte Black PVD
MB439N-SSMG Stainless Steel Matte Gold PVD
MB439N-SSMRG Stainless Steel Matte Rose Gold PVD*

MB439N-SSMT Stainless Steel Matte Titanium PVD*

REQUIRED ROUGH
(not supplied)

*  
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• Thermostatic control and volume 
control – single feed

• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction
• Flow rate is 8.7 GPM at 45 PSI 
• ADA compliant
• CalGreen compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
SV9KPM.233 1-⅜" Valves extension kit

REQUIRED (not supplied)
• SV9INC-219-US Rough-in unit produced from 

Brass; universal for all finishes

MINIMAL MB440N

Stainless Steel Thermostatic Valve with 2-way Diverter

MB440N-SSM Stainless Steel Matte
MB440N-SSP Stainless Steel Polished
MB440N-SSMB Stainless Steel Matte Black PVD
MB440N-SSMG Stainless Steel Matte Gold PVD
MB440N-SSMRG Stainless Steel Matte Rose Gold PVD*

MB440N-SSMT Stainless Steel Matte Titanium PVD*
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 MINIMAL XX 
Thermo Valve Trim with 2-way Diverter Trim

Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

REQUIRED ROUGH
(not supplied)

• Thermostatic control and two way 
diverter – allows two outlet control

• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction

• Flow rate is 8.7 GPM at 45 PSInon-shar

• Diverter is non-shared, allowing one 
function to operate at a time. te at a time.

• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.233 1-⅜" Valves extension kit 

REQUIRED (not supplied)
• SV9INC-220-US Rough-in unit produced from 

Brass; universal for all finishes

MINIMAL MB443N

Stainless Steel Thermostatic Valve with 2 Volume 
Controls/2-way Diverters 

MB443N-SSM Stainless Steel Matte
MB443N-SSP Stainless Steel Polished
MB443N-SSMB Stainless Steel Matte Black PVD
MB443N-SSMG Stainless Steel Matte Gold PVD
MB443N-SSMRG Stainless Steel Matte Rose Gold PVD*

MB443N-SSMT Stainless Steel Matte Titanium PVD*
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 MINIMAL XX 
Thermo Valve Trim with 2 Volume Controls/2-way Diverters

Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

REQUIRED ROUGH
(not supplied)

• Thermostatic control and two way volume 
controls – allows four outlet control

• 3/4" NPT inlets and outlets
• Marine Grade 316L machined stainless steel construction
• Flow rate is 10 GPM at 45 PSI
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.233 1-⅜" Valves extension kit 

REQUIRED (not supplied)
• SV9INC-223-US Rough-in unit produced from Brass; 

universal for all finishes

MINIMAL MB449N

Stainless Steel Thermostatic Valve with 3-way Diverter

MB449N-SSM Stainless Steel Matte
MB449N-SSP Stainless Steel Polished
MB449N-SSMB Stainless Steel Matte Black PVD
MB449N-SSMG Stainless Steel Matte Gold PVD
MB449N-SSMRG Stainless Steel Matte Rose Gold PVD*

MB449N-SSMT Stainless Steel Matte Titanium PVD*
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REQUIRED ROUGH
(not supplied)

• Marine Grade 316L machined 
stainless steel construction

• 3/4" NPT inlets and outlets
• Flow rate is 8.7 GPM at 45 PSI

• Diverter is non-shared, allowing one 
function to operate at a time

• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.233 1-⅜" Valves extension kit 

REQUIRED (not supplied)
• SV9INC-275-US Marine Grade Stainless Steel 

rough; universal for all finishes

MINIMAL MB444N

Stainless Steel Thermostatic Valve

MB444N-SSM Stainless Steel Matte
MB444N-SSP Stainless Steel Polished
MB444N-SSMB Stainless Steel Matte Black PVD
MB444N-SSMG Stainless Steel Matte Gold PVD
MB444N-SSMRG Stainless Steel Matte Rose Gold PVD*

MB444N-SSMT Stainless Steel Matte Titanium PVD*
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REQUIRED ROUGH
(not supplied)

• Thermostatic shower valve
• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction
• Flow rate is 8.7 GPM at 45 PSI
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.227 1-⅜" Valves extension kit 

REQUIRED (not supplied)
• SV9INC-224-US Rough-in unit produced from 

Brass; universal for all finishes

MINIMAL MB446N

Stainless Steel Volume Control

MB446N-SSM Stainless Steel Matte
MB446N-SSP Stainless Steel Polished
MB446N-SSMB Stainless Steel Matte Black PVD
MB446N-SSMG Stainless Steel Matte Gold PVD
MB446N-SSMRG Stainless Steel Matte Rose Gold PVD*

MB446N-SSMT Stainless Steel Matte Titanium PVD*
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REQUIRED ROUGH
(not supplied)

• Volume control to be installed with 
MB444N thermostatic mixer

• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction
• Flow rate is 11.9 GPM at 45 PSI
• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.228 1-⅜" Valves extension kit 

REQUIRED (not supplied)
• SV9INC-229-US Rough-in unit produced from 

Brass; universal for all finishes
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MINIMAL MB519

Stainless Steel Floor-mount Thermostatic Tub Filler 
with Handshower

MB519-SSM Stainless Steel Matte
MB519-SSP Stainless Steel Polished
MB519-SSMB Stainless Steel Matte Black PVD
MB519-SSMG Stainless Steel Matte Gold PVD
MB519-SSMRG Stainless Steel Matte Rose Gold PVD*

MB519-SSMT Stainless Steel Matte Titanium PVD*

 

REQUIRED ROUGH
(not supplied)

• Marine Grade 316L machined 
stainless steel construction

• High volume cartridge
• Spout rotates 360˚
• Minimum install hole 5-⅞" x 5-⅛"
• Maximum flow rate of 1.5 GPM reached at 45 PSI I
• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPR.254 Resin floor kit 

REQUIRED (not supplied)
• X39-1022-US Marine Grade Stainless Steel rough; 

universal for all finishes

OPTIONAL RESIN KIT SV9KPR-
254-US 

AVAILABLE

MINIMAL MB704

Stainless Steel 3-way Diverter with Volume Control

MB704-SSM Stainless Steel Matte
MB704-SSP Stainless Steel Polished
MB704-SSMB Stainless Steel Matte Black PVD
MB704-SSMG Stainless Steel Matte Gold PVD
MB704-SSMRG Stainless Steel Matte Rose Gold PVD*

MB704-SSMT Stainless Steel Matte Titanium PVD*

3- / "

2-
/"

Stainless Steel 3-way Diverter with Volume Control

• Marine Grade 316L machined stainless steel construction

Marine Grade Stainless Steel rough; 

Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

Ø
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2- /  ± /₁₆"

REQUIRED ROUGH
(not supplied)

• Three way built-in diverter with volume control
• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction

• Diverter is non-shared, allowing one 
function to operate at a time

• Maximum flow rate of 8.7 GPM for 
each outlet is reached at 45 PSI

• ADA compliant
• CalGreen compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.228 1-⅜" Valves extension kit 

REQUIRED (not supplied)
• SV9INC-276-US Rough-in unit produced from 

Brass; universal for all finishes

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

PENTA PE704

Stainless Steel 3-way Diverter with Volume Control

PE704-SSM Stainless Steel Matte
PE704-SSP Stainless Steel Polished
PE704-SSMB Stainless Steel Matte Black PVD
PE704-SSMG Stainless Steel Matte Gold PVD
PE704-SSMRG Stainless Steel Matte Rose Gold PVD*

PE704-SSMT Stainless Steel Matte Titanium PVD*

* 

 

Available by special order only. 

 

Please allow 14-16 weeks lead-time. 

2-⅜" ± / "

2-¾"

2-
⅞

"

Ø
 2

-⅛
"

Ø 2-¾"

 PENTA XX 
3-way Diverter with Volume Control Trim

Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

• Three way built-in diverter with volume control
• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction
• Maximum flow rate of 8.7 GPM for 

each outlet is reached at 45 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.288 1-⅜" Valves extension kit 

REQUIRED (not supplied)
• SV9INC-276-US Rough-in unit produced from 

Brass; universal for all finishes

REQUIRED ROUGH
(not supplied)

"

" Ø 1-¼"Ø 1-¼"

6-½"

Ø 2-⅛" Ø 2-⅛"

11-
⅜

"

7-
½"

3-
⅜

"

PENTA PE262

Two-hole Stainless Steel Basin Faucet

PE262-SSM Stainless Steel Matte
PE262-SSP Stainless Steel Polished
PE262-SSMB Stainless Steel Matte Black PVD
PE262-SSMG Stainless Steel Matte Gold PVD
PE262-SSMRG Stainless Steel Matte Rose Gold PVD*

PE262-SSMT Stainless Steel Matte Titanium PVD*

• Countertop stainless steel washbasin mixer
• Marine Grade 316L machined 

stainless steel construction
• Threaded stainless steel connecting hoses allow 

flexibility in positioning of spout and mixer
• The ergonomic handle offers a 

good and comfortable grip
• Braided stainless steel flexible 

hoses 3/8" compression
• Fixed spout
• Minimum install hole diameter 1-¼"
• Flow rate is 1.2 GPM at 60 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• AC990 Stainless Steel Universal Push Drain 

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

PENTA PE284

Widespread Stainless Steel Basin Faucet

PE284-SSM Stainless Steel Matte
PE284-SSP Stainless Steel Polished
PE284-SSMB Stainless Steel Matte Black PVD
PE284-SSMG Stainless Steel Matte Gold PVD
PE284-SSMRG Stainless Steel Matte Rose Gold PVD*

PE284-SSMT Stainless Steel Matte Titanium PVD*

• Countertop stainless steel washbasin 
mixer with finely machined handles

• Marine Grade 316L machined 
stainless steel construction

• Fixed high spout with concealed aerator
• Aerator can be easily removed for cleaning
• The ergonomic shape of the Penta 

handles fits perfectly in your hands
• Braided stainless steel flexible 

hoses 3/8" compression
• Minimum handle install holes diameter 1- / "
• Minimum spout install hole diameter 1-¼"
• Flow rate is 1.2 GPM at 60 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• AC990 Stainless Steel Universal Push Drain 

Ø 1-¼" Ø 1- / "Ø 1- / "

Ø 2-⅛"

Ø 2-⅛"

Ø 2-⅛"

2-
⅛"

2-
⅛"

6-½"
11-

⅜
"

7-
½"

 PENTA XX 
Three-hole Basin Faucet 

• Marine Grade 316L machined 

• Minimum install hole diameter: 1- / "

• Valves must be closed when 

• 100% lead free – the ideal choice 

• Areas of application: Indoor & outdoor

 (not supplied)

Stainless Steel Matte
Stainless Steel Polished
Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

393 Fortune Blvd, Milford, MA 01757 USA

Exclusively distributed in North America by Forte Brands.

 

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

PENTA PE294

Two-hole Stainless Steel Wall-mount Basin Faucet

PE294T-SSM Stainless Steel Matte
PE294T-SSP Stainless Steel Polished
PE294T-SSMB Stainless Steel Matte Black PVD
PE294T-SSMG Stainless Steel Matte Gold PVD
PE294T-SSMRG Stainless Steel Matte Rose Gold PVD*

PE294T-SSMT Stainless Steel Matte Titanium PVD*

  

* Available by special order only. 
Please allow 14-16 weeks lead-time. 

• Elegantly curved spout with concealed aerator paired 
with a perfectly proportioned 1-1/2" diameter mixer

• Marine Grade 316L machined stainless steel construction
• The optional rectangular plate  can 

be ordered separately (code changes 
depending on the finish) see page 192

• Spout length 7-7/8"
• Flow rate is 1.2 GPM at 60 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPI.357 ⅝" Valves extension kit
• AC990 Stainless Steel Universal Push Drain  

REQUIRED (not supplied)
• X69-1082-US Marine Grade Stainless Steel rough for mixer 

on right, universal for all finishes 
or
• X69-1082-US-L Marine Grade Stainless Steel rough for 

mixer on left, universal for all finishes

7-⅞"2-⅝" - 3-¼"

2-⅝" - 3-¼"

1-¼"

5-⅝"

Ø
 ¾

"
Ø

 1-
½"

2-⅜" - 3"

1-⅜" - 2"

3-
⅝

" ×
 5

-½
"

3-
⅝

" ×
 5

-½
"

MODEL PENTA XX 
Wall-mount Two-hole Basin Faucet Trim 

PE294T

• Marine Grade 316L machined 
stainless steel construction

• Minimum install hole diameter: 1- / "
• The lever rotates 90°
• Flow rate: 3.2 GPM at 60 PSI
• Dual swivel spout
• Cold water function
• Valves must be closed when 

faucet is left unattended
• Fully recyclable
• 100% lead free – the ideal choice 

for your drinking water
• Areas of application: Indoor & outdoor

REQUIRED ROUGH (not supplied)
• SV9INC.220US

Stainless Steel Matte
Stainless Steel Polished
Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

PE294T-SSM
PE294T-SSP
PE294T-SSMB 
PE294T-SSMG 
PE294T-SSMRG 
PE294T-SSMT

393 Fortune Blvd, Milford, MA 01757 USA
1.844.992.8371

fortebrands.com

 

REQUIRED ROUGH
(not supplied)
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PENTA PE444

Stainless Steel Thermostatic Valve

PE444-SSM Stainless Steel Matte
PE444-SSP Stainless Steel Polished
PE444-SSMB Stainless Steel Matte Black PVD
PE444-SSMG Stainless Steel Matte Gold PVD
PE444-SSMRG Stainless Steel Matte Rose Gold PVD*

PE444-SSMT Stainless Steel Matte Titanium PVD*

• Marine Grade 316L machined 
stainless steel construction

• Flow rate is 8.4 GPM at 45 PSI
• The built-in valve has stops
• IAPMO (cUPC) listed 
• 3/4" NPT
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.227 1-⅜" Valves extension kit 

REQUIRED (not supplied)
• SV9INC-224-US Rough-in unit produced from 

Brass; universal for all finishes

4-¾"

2-⅜" ± ⅜"

2-
/

"

Ø
 2

-⅛
"

Ø 5-½"

 PENTA XX 

Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

REQUIRED ROUGH
(not supplied)

"

"

*  Available by special order only.  
Please allow 14-16 weeks lead-time. 

PENTA PE446

Stainless Steel Volume Control

PE446-SSM Stainless Steel Matte
PE446-SSP Stainless Steel Polished
PE446-SSMB Stainless Steel Matte Black PVD
PE446-SSMG Stainless Steel Matte Gold PVD
PE446-SSMRG Stainless Steel Matte Rose Gold PVD*

PE446-SSMT Stainless Steel Matte Titanium PVD*

* 

 

Available by special order only. 

 

Please allow 14-16 weeks lead-time. 

¾"

¾"

Ø 2-¾"

2-
¼"

2-⅜" ± ⅜"

Ø
 2

-⅛
"

Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

• Volume control to be installed with 
PE444N thermostatic valve

• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction
• Flow rate is 11.9 GPM at 45 PSI
• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• PE444N thermostatic valve
• SV9KPM.228 1-⅜" Valves extension kit 

REQUIRED (not supplied)
• SV9INC-229-US Rough-in unit produced from 

Brass; universal for all finishes

REQUIRED ROUGH
(not supplied)
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3-
½"

12-¼"

3-
¼"

 ±
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PENTA PE455

Stainless Steel Thermostatic Set with 2-way Volume Control

PE455-SSM Stainless Steel Matte
PE455-SSP Stainless Steel Polished
PE455-SSMB Stainless Steel Matte Black PVD
PE455-SSMG Stainless Steel Matte Gold PVD
PE455-SSMRG Stainless Steel Matte Rose Gold PVD*

PE455-SSMT Stainless Steel Matte Titanium PVD*

 

REQUIRED ROUGH
(not supplied)

• Thermostatic control and two way volume 
control: allows to control the handshower 
and one additional water outlet

• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction
• Water outlet with handshower 

support are supplied
• Handshower to be ordered separately
• Flow rate is 8.7 GPM at 20 PSI
• IAPMO (cUPC) listed 
• ADA compliant
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.318 1-⅜" Valves extension kit
• AC920 Short Pen Stainless Steel  

Handshower with Hose
• AC922 Double Pen Stainless Steel  

Handshower with Hose
• AC924 Round Stainless Steel  

Handshower with Hose 

REQUIRED (not supplied)
• SV9INC-311-US Rough-in unit produced from 

Brass; universal for all finishes

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 
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PENTA PE456

Stainless Steel Thermostatic Set with 3-way Volume Control

PE456-SSM Stainless Steel Matte
PE456-SSP Stainless Steel Polished
PE456-SSMB Stainless Steel Matte Black PVD
PE456-SSMG Stainless Steel Matte Gold PVD
PE456-SSMRG Stainless Steel Matte Rose Gold PVD*

PE456-SSMT Stainless Steel Matte Titanium PVD*

REQUIRED ROUGH
(not supplied)

• Thermostatic control and two way volume 
control: allows to control the handshower 
and two additional water outlets

• 3/4" NPT inlets and outlets
• Marine Grade 316L machined 

stainless steel construction
• Water outlet with handshower 

support are supplied
• Handshower to be ordered separately
• Flow rate is 8.7 GPM at 20 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPM.318 1-⅜" Valves extension kit
• AC920 Short Pen Stainless Steel  

Handshower with Hose
• AC922 Double Pen Stainless Steel  

Handshower with Hose
• AC924 Round Stainless Steel  

Handshower with Hose 

REQUIRED (not supplied)
• SV9INC-312-US Rough-in unit produced from 

Brass; universal for all finishes

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 
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ERGON ER458

Outdoor Stainless Steel Floor-mount Thermostatic 
Shower 

ER458-SSM Stainless Steel Matte
ER458-SSP Stainless Steel Polished

  

• Freestanding thermostatic floor-mount shower
• Marine Grade 316L machined 

stainless steel construction
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

REQUIRED (not supplied)
• X39.1022 Marine Grade Stainless Steel rough; 

universal for all finishes

REQUIRED ROUGH
(not supplied)

OPTIONAL RESIN KIT SV9KPR-
254-US 

AVAILABLE
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21
-⅞

"
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"

CONTEMPORARY CB401

Outdoor Stainless Steel Wall-mount Thermostatic 
Shower

CB401-SSM Stainless Steel Matte
CB401-SSP Stainless Steel Polished

• Swiveling shower head and rotating spout
• Marine Grade 316L machined 

stainless steel construction
• In-line thermostatic valve – the knurled 

ring is used to regulate temperature, 
the long lever to regulate water flow

• Flow rate is restricted to 2.5 GPM at 45 PSI 
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

REQUIRED (not supplied)
• X29.936 Marine Grade Stainless Steel rough; 

universal for all finishes

REQUIRED ROUGH
(not supplied)

Ø 31/32"

8-
55/

64
"

L = 70-⅞"

AC920

Short Pen Stainless Steel Handshower with Hose

AC920-SSM Stainless Steel Matte
AC920-SSP Stainless Steel Polished
AC920-SSMB Stainless Steel Matte Black PVD
AC920-SSMG Stainless Steel Matte Gold PVD
AC920-SSMRG Stainless Steel Matte Rose Gold PVD*

AC920-SSMT Stainless Steel Matte Titanium PVD*

• Short pen style handshower
• Marine Grade 316L stainless steel construction
• Thread: MALE M15x1
• Supplied with 70-7/8" braided 

stainless steel flex hose
• Laser cut holes
• Can be easily opened to remove 

limescale deposits
• Flow rate restricted to 1.8 GPM at 45 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• MINIMAL MB455 Stainless Steel Thermostatic Set 

with 2-way Volume Control
• MINIMAL MB456 Stainless Steel Thermostatic Set 

with 3-way Volume Control 
• PENTA PE455 Stainless Steel Thermostatic Set 

with 2-way Volume Control
• PENTA PE456 Stainless Steel Thermostatic Set 

with 3-way Volume Control 
• AC952 Stainless Steel Wall Outlet with Bracket
• AC953 Stainless Steel Handshower Rail

  

*  Available by special order only.  
Please allow 14-16 weeks lead-time. 

AC917-SSM Stainless Steel Matte
AC917-SSP Stainless Steel Polished
AC917-SSMB Stainless Steel Matte Black PVD
AC917-SSMG Stainless Steel Matte Gold PVD
AC917-SSMRG Stainless Steel Matte Rose Gold PVD*

AC917-SSMT Stainless Steel Matte Titanium PVD*

* 

 

Available by special order only. 

 

Please allow 14-16 weeks lead-time. 

3-⅛"

9-½"

6-
¼"

• Stainless steel control plate for 
Geberit Sigma flush system

• Marine Grade 316L machined 
stainless steel construction

• Geberit Sigma flush system to 
be ordered separately

• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• 115.625.00.1 Geberit kit for installation with 

Geberit Sigma 8 cm concealed cisterns
• 115.620.00.1 Geberit kit for installation with 

Geberit Sigma 12 cm concealed cisterns

AC917

Stainless Steel Flush Actuator Plate  
(for Geberit Sigma flush systems)

Ø 31/32"

11-
¼"

L = 70-⅞"

AC922

Double Pen Stainless Steel Handshower with Hose

AC922-SSM Stainless Steel Matte
AC922-SSP Stainless Steel Polished

• Long pen style handshower
• Marine Grade 316L stainless steel construction
• Thread: MALE M15x1
• Supplied with 70-7/8" braided 

stainless steel flex hose
• Double rows of laser cut holes provide an ample 

and abundant water pattern that also make 
this handshower ideal as a main shower head

• Can be easily opened to remove 
limescale deposits

• Flow rate restricted to 1.8 GPM at 45 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• MINIMAL MB455 Stainless Steel Thermostatic Set 

with 2-way Volume Control
• MINIMAL MB456 Stainless Steel Thermostatic Set 

with 3-way Volume Control 
• PENTA PE455 Stainless Steel Thermostatic Set 

with 2-way Volume Control
• PENTA PE456 Stainless Steel Thermostatic Set 

with 3-way Volume Control 
• AC952 Stainless Steel Wall Outlet with Bracket
• AC953 Stainless Steel Handshower Rail

• Marine Grade 316L stainless steel construction
• Thread: MALE M15x1
• Supplied with 70-7/8" braided 

stainless steel flex hose
• Easy to clean from limescale formations
• Flow rate restricted to 1.8 GPM
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• MINIMAL MB455 Stainless Steel Thermostatic Set 

with 2-way Volume Control
• MINIMAL MB456 Stainless Steel Thermostatic Set 

with 3-way Volume Control 
• PENTA PE455 Stainless Steel Thermostatic Set 

with 2-way Volume Control
• PENTA PE456 Stainless Steel Thermostatic Set 

with 3-way Volume Control 
• AC952 Stainless Steel Wall Outlet with Bracket
• AC953 Stainless Steel Handshower Rail
• AC956 Stainless Steel Handshower Holder Sleeve

L = 70-⅞"

Ø 3-29/32"

10
-⅜

"

AC924

Round Stainless Steel Handshower with Hose

AC924-SSM Stainless Steel Matte
AC924-SSP Stainless Steel Polished

AC937

17-1/2" Stainless Steel Towel Bar

• Marine Grade 316L machined 
stainless steel construction

• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor

AC937-SSM Stainless Steel Matte
AC937-SSP Stainless Steel Polished
AC937-SSMB Stainless Steel Matte Black PVD
AC937-SSMG Stainless Steel Matte Gold PVD
AC937-SSMRG Stainless Steel Matte Rose Gold PVD*

AC937-SSMT Stainless Steel Matte Titanium PVD*

16-⅜"
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"

2-
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"

Ø
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"

Ø ¾"

17-½"

15-¾"

 ACCESSORIES XX 
Hand Towel Holder 17-1/2"

Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

Exclusively distributed in North America by Forte Brands.
* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

AC938

31-1/2" Stainless Steel Towel Bar

AC938-SSM Stainless Steel Matte
AC938-SSP Stainless Steel Polished
AC938-SSMB Stainless Steel Matte Black PVD
AC938-SSMG Stainless Steel Matte Gold PVD
AC938-SSMRG Stainless Steel Matte Rose Gold PVD*

AC938-SSMT Stainless Steel Matte Titanium PVD*

• Marine Grade 316L machined 
stainless steel construction

• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor

30-½"
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"

2-
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"
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"

Ø ⅜"

31-½"

29-¾"

 ACCESSORIES XX 

Stainless Steel Matte Black PVD

Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

• Marine Grade 316L machined 
stainless steel construction

• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor

AC943

Stainless Steel Paper Holder

AC943-SSM Stainless Steel Matte
AC943-SSP Stainless Steel Polished
AC943-SSMB Stainless Steel Matte Black PVD
AC943-SSMG Stainless Steel Matte Gold PVD
AC943-SSMRG Stainless Steel Matte Rose Gold PVD*

AC943-SSMT Stainless Steel Matte Titanium PVD*
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"

Ø ¾"

 ACCESSORIES XX 

Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

6-⅛"

5-⅛"

4-⅜"

2-
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"

2-
⅞

"

Ø
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"

Ø ¾"

 ACCESSORIES XX 

Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

Exclusively distributed in North America by Forte Brands.
* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

AC951

Stainless Steel Robe Hook

• Stainless steel Wall hook for towels or robes
• Marine Grade 316L machined 

stainless steel construction
• Smart design makes it an excellent and practical 

solution in the kitchen, bath and outdoor
• Compact dimensions means it easily 

fits inside cabinets or behind doors
• IAPMO (cUPC) listed 
• Fully recyclable
• 100% lead free
• Areas of application: Indoor & outdoor

AC951-SSM Stainless Steel Matte
AC951-SSP Stainless Steel Polished
AC951-SSMB Stainless Steel Matte Black PVD
AC951-SSMG Stainless Steel Matte Gold PVD
AC951-SSMRG Stainless Steel Matte Rose Gold PVD*

AC951-SSMT Stainless Steel Matte Titanium PVD*

Ø
 

/
"

1-⅜"

 ACCESSORIES XX 

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

AC952

Stainless Steel Wall Outlet with Bracket

• Stainless steel wall-mounted water 
outlet and handshower support

• Marine Grade 316L machined 
stainless steel construction

• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• AC924 Round Stainless Steel Handshower
• AC920 Short Pen Stainless Steel Handshowers
• AC922 Double Pen Stainless Steel Handshower

AC952-SSM Stainless Steel Matte
AC952-SSP Stainless Steel Polished
AC952-SSMB Stainless Steel Matte Black PVD
AC952-SSMG Stainless Steel Matte Gold PVD
AC952-SSMRG Stainless Steel Matte Rose Gold PVD*

AC952-SSMT Stainless Steel Matte Titanium PVD*

 

AC952
Stainless Steel Wall Outlet with Bracket

AC952

Stainless Steel Matte
Stainless Steel Polished
Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

AC952-SSM   
AC952-SSP   
AC952-SSMB
AC952-SSMG
AC952-SSMRG
AC952-SSMT

• Stainless steel wall-mounted water outlet and 
handshower support

• Marine Grade 316L machined stainless steel 
construction

• Fully recyclable

• Areas of application: Indoor & outdoor

COMPATIBLE WITH (not supplied)
• AC924 Round Stainless Steel Handshower
• AC920 Short Pen Stainless Steel Handshowers
• AC922 Double Pen Stainless Steel Handshower

Ø
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G
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* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

AC953

Stainless Steel Handshower Rail

AC953-SSM Stainless Steel Matte
AC953-SSP Stainless Steel Polished
AC953-SSMB Stainless Steel Matte Black PVD
AC953-SSMG Stainless Steel Matte Gold PVD
AC953-SSMRG Stainless Steel Matte Rose Gold PVD*

AC953-SSMT Stainless Steel Matte Titanium PVD*

4- / "

2-⅜"

Ø 1- / "

31
-

/
"

3- / "

MGS Bagno SHOWERING XX 
Handshower Rail

AC953

Stainless Steel Matte
Stainless Steel Polished
Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

AC953-SSM   
AC953-SSP   
AC953-SSMB
AC953-SSMG
AC953-SSMRG
AC953-SSMT

• Marine Grade 316L machined 
stainless steel construction

• Maximum counter thickness: 1- / "
• Minimum install hole diameter: 1- / "
• Deck mounted
• High-precision machining: 

all parts are perfectly assembled
• Fully recyclable
• Areas of application: Indoor & outdoor

REQUIRED ROUGH (not supplied)
• X69.1082US

• Stainless steel sliding rail with 
support for handshower

• Marine Grade 316L machined 
stainless steel construction

• Adjustable height and inclination
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• AC924 Round Stainless Steel Handshower
• AC920 Short Pen Stainless Steel Handshowers
• AC922 Double Pen Stainless Steel Handshower

4-1/16"

2-⅜"

Ø 1-11/32"

31
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/3
2"

3-7/32"

AC953

Stainless Steel Handshower Rail

AC953-SSM Stainless Steel Matte
AC953-SSP Stainless Steel Polished
AC953-SSMB Stainless Steel Matte Black PVD
AC953-SSMG Stainless Steel Matte Gold PVD
AC953-SSMRG Stainless Steel Matte Rose Gold PVD*

AC953-SSMT Stainless Steel Matte Titanium PVD*

• Stainless steel sliding rail with 
support for handshower

• Marine Grade 316L machined 
stainless steel construction

• Adjustable height and inclination
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• AC924 Round Stainless Steel Handshower
• AC920 Short Pen Stainless Steel Handshowers
• AC922 Double Pen Stainless Steel Handshower

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

AC956

Stainless Steel Handshower Holder Sleeve

AC956-SSM Stainless Steel Matte
AC956-SSP Stainless Steel Polished
AC956-SSMB Stainless Steel Matte Black PVD
AC956-SSMG Stainless Steel Matte Gold PVD
AC956-SSMRG Stainless Steel Matte Rose Gold PVD*

AC956-SSMT Stainless Steel Matte Titanium PVD*

75°

5-⅛"

Ø 1-⅛"

 SHOWERING XX 

• Fixed wall-mounted handshower support
• Marine Grade 316L machined 

stainless steel construction
• Sleek design, especially when paired with 

the AC920 Short Pen or AC922 Double 
Pen stainless steel handshowers

• IAPMO (cUPC) listed 
• Fully recyclable
• 
•  

COMPATIBLE WITH (not supplied)
• AC924 Round Stainless Steel Handshower
• AC920 Short Pen Stainless Steel Handshowers
• AC922 Double Pen Stainless Steel Handshower

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

AC957

Stainless Steel Robe Hook

• Stainless steel wall hook for towels or robes
• Marine Grade 316L machined 

stainless steel construction
• Smart design makes it an excellent and practical 

solution in the kitchen, bath and outdoor
• Compact dimensions means it easily 

fits inside cabinets or behind doors
• IAPMO (cUPC) listed 
• Fully recyclable
• 100% lead free
• Areas of application: Indoor & outdoor

AC957-SSM Stainless Steel Matte
AC957-SSP Stainless Steel Polished
AC957-SSMB Stainless Steel Matte Black PVD
AC957-SSMG Stainless Steel Matte Gold PVD
AC957-SSMRG Stainless Steel Matte Rose Gold PVD*

AC957-SSMT Stainless Steel Matte Titanium PVD*

AC957
Stainless Steel Robe Hook

AC957

Stainless Steel Matte
Stainless Steel Polished
Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

AC957-SSM   
AC957-SSP   
AC957-SSMB
AC957-SSMG
AC957-SSMRG
AC957-SSMT

• Stainless steel wall hook for towels or robes
• Marine Grade 316L machined stainless steel construction
• Smart design makes it an excellent and practical solution 

in the kitchen, bath and outdoor
• Compact dimensions means it easily fits inside cabinets 

or behind doors
• Fully recyclable

• Areas of application: Indoor & outdoor

Ø 1-⅝"

1-⅜"

¾
"

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

AC973

17-1/2" Stainless Steel Wall-mount Shower Arm and Flange

AC973-SSM Stainless Steel Matte
AC973-SSP Stainless Steel Polished
AC973-SSMB Stainless Steel Matte Black PVD
AC973-SSMG Stainless Steel Matte Gold PVD
AC973-SSMRG Stainless Steel Matte Rose Gold PVD*

AC973-SSMT Stainless Steel Matte Titanium PVD*

Ø 1-⅜"

17-½"

Ø
 3

-⅛
"

7-
⅞

"

 SHOWERING XX 

Stainless Steel Matte Black PVD

Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

• Wall mounted shower head arm with swivel
• Marine Grade 316L machined 

stainless steel construction
• IAPMO (cUPC) listed 
• Fully recyclable
• 
•  

COMPATIBLE WITH (not supplied)
• SO629 7-⅞" Stainless Steel Rain Shower Head
• SO630 11-¾" Stainless Steel Rain Shower Head

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

AC974

Stainless Steel Wall Outlet

• Stainless steel wall-mounted water outlet
• Marine Grade 316L machined 

stainless steel construction
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• 

AC974-SSM Stainless Steel Matte
AC974-SSP Stainless Steel Polished
AC974-SSMB Stainless Steel Matte Black PVD
AC974-SSMG Stainless Steel Matte Gold PVD
AC974-SSMRG Stainless Steel Matte Rose Gold PVD*

AC974-SSMT Stainless Steel Matte Titanium PVD*

AC974 
Stainless Steel Wall Outlet

AC974

Stainless Steel Matte
Stainless Steel Polished
Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

AC974-SSM   
AC974-SSP   
AC974-SSMB
AC974-SSMG
AC974-SSMRG
AC974-SSMT

• Stainless steel wall-mounted water outlet
• Marine Grade 316L machined stainless steel 

construction
• Fully recyclable

2" (0 - ⅜")
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* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

AC977

Stainless Steel Wall Tub Spout

AC977-SSM Stainless Steel Matte
AC977-SSP Stainless Steel Polished
AC977-SSMB Stainless Steel Matte Black PVD
AC977-SSMG Stainless Steel Matte Gold PVD
AC977-SSMRG Stainless Steel Matte Rose Gold PVD*

AC977-SSMT Stainless Steel Matte Titanium PVD*

7-⅞"

Ø
 3

-⅛
"

Ø
 

/
"

 SHOWERING XX 

Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

• Stainless steel Wall mounted tub spout
• Marine Grade 316L machined 

stainless steel construction
• Integrated aerator that can be 

easily removed for cleaning
• Non-restricted aerator for high water output
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

9-⅜"
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" 48
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2- ½"Ø 

AC980

Stainless Steel Floor Tub Spout

AC980-SSM Stainless Steel Matte
AC980-SSP Stainless Steel Polished
AC980-SSMB Stainless Steel Matte Black PVD
AC980-SSMG Stainless Steel Matte Gold PVD
AC980-SSMRG Stainless Steel Matte Rose Gold PVD*

AC980-SSMT Stainless Steel Matte Titanium PVD*

  

• Marine Grade 316L machined 
stainless steel construction

• Spout rotates 360˚
• Flow rate is 11 GPM at 60 PSI
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SV9KPR.254 Resin floor kit 

REQUIRED (not supplied)
• X49-1093  Marine Grade Stainless Steel rough; 

universal for all finishes

REQUIRED ROUGH
(not supplied)

OPTIONAL RESIN KIT SV9KPR-
254-US 

AVAILABLE

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 
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AC991

1-1/4" Stainless Steel Siphon

AC991-SSM Stainless Steel Matte
AC991-SSMB Stainless Steel Matte Black PVD
AC991-SSMG Stainless Steel Matte Gold PVD
AC991-SSMRG Stainless Steel Matte Rose Gold PVD*

AC991-SSMT Stainless Steel Matte Titanium PVD*

• Marine Grade 316L machined 
stainless steel construction

• Can be opened from the bottom for cleaning 
or to retrieve objects that went down the drain

• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

• Marine Grade 316L machined 
stainless steel construction

• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
• Compatible with basins with 

and without overflow
• Can be adjusted to stay in the open 

position to allow for a continuous flow

Ø 2-½"

Ø 1-⅝"

G 1-¼"

m
in
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"
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ax
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⅜
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AC990

Stainless Steel Push Drain 

AC990-SSM Stainless Steel Matte
AC990-SSP Stainless Steel Polished
AC990-SSMB Stainless Steel Matte Black PVD
AC990-SSMG Stainless Steel Matte Gold PVD
AC990-SSMRG Stainless Steel Matte Rose Gold PVD*

AC990-SSMT Stainless Steel Matte Titanium PVD*

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

Ø 7-⅞"

⅝
"

SO629

7-7/8" Stainless Steel Rain Shower Head

SO629-SSM Stainless Steel Matte
SO629-SSP Stainless Steel Polished
SO629-SSMB Stainless Steel Matte Black PVD
SO629-SSMG Stainless Steel Matte Gold PVD
SO629-SSMG Stainless Steel Matte Rose Gold PVD*

SO629-SSMT Stainless Steel Matte Titanium PVD*

• Marine Grade 316L stainless steel construction
• Easy to clean from limescale formations
• 7-7/8" diameter, 5/8" thick
• Shower arm to be ordered separately
• Flow rate restricted to 1.8 GPM at 45 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• AC870 3-1/8" Ceiling Shower Arm
• AC973 17-1/2" Wall-mount Shower Arm  

and Flange 

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

SO600

Stainless Steel Shower Head with Arm and Flange

SO600-SSM Stainless Steel Matte
SO600-SSP Stainless Steel Polished
SO600-SSMB Stainless Steel Matte Black PVD
SO600-SSMG Stainless Steel Matte Gold PVD
SO600-SSMRG Stainless Steel Matte Rose Gold PVD*

SO600-SSMT Stainless Steel Matte Titanium PVD*

* 

 

Available by special order only. 

 
Please allow 14-16 weeks lead-time. 

• Wall mounted shower head with minimal design
• Marine Grade 316L stainless steel construction
• Sturdy and easy to clean
• Suitable for heavy use, such as public gyms
• 1-3/4" swiveling head
• Standard wall base ring is round 

and 3-1/8" in diameter
• Flow rate is restricted to 1.8 GPM at 45 PSI 
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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 SHOWERING XX 
Shower head with arm & flange

Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*
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 SHOWERING XX 

SO604

Stainless Steel Rain Waterfall Shower Head  

SO604-SSM Stainless Steel Matte
SO604-SSP Stainless Steel Polished

• Wall mounted shower head with 
rain and waterfall effect.

• Marine Grade 316L stainless steel construction
• Waterfall and rain functions can work separately 

or together according to the control options
• Requires a diverter or separate volume 

controls to select the type of flow
• Flow rate is restricted to 1.8 GPM at 45 PSI 

to comply with CalGreen requirements
• Unrestricted version flow rate 

about 6 GPM at 45 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor

SO624

Stainless Steel Waterfall Shower Head

SO624-SSM Stainless Steel Matte
SO624-SSP Stainless Steel Polished
SO624-SSMB Stainless Steel Matte Black PVD
SO624-SSMG Stainless Steel Matte Gold PVD
SO624-SSMRG Stainless Steel Matte Rose Gold PVD*

SO624-SSMT Stainless Steel Matte Titanium PVD*

* 

 

Available by special order only. 

 
Please allow 14-16 weeks lead-time. 

• Built-in wall-mounted waterfall shower head
• Marine Grade 316L stainless steel construction
• Can be installed at different heights to 

be used as a waterfall while standing, 
or lower over a shower bench

• Flow rate restricted to  1.8 GPM at 45 PSI 
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor
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"

• Areas of application: Indoor & outdoor

Stainless Steel Matte
Stainless Steel Polished
Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

393 Fortune Blvd, Milford, MA 01757 USA
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• Areas of application: Indoor & outdoor

Stainless Steel Matte
Stainless Steel Polished
Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

393 Fortune Blvd, Milford, MA 01757 USA

Exclusively distributed in North America by Forte Brands.

 

Ø 11-¾"

½"

SO630

11-3/4" Stainless Steel Rain Shower Head

SO630-SSM Stainless Steel Matte
SO630-SSP Stainless Steel Polished
SO630-SSMB Stainless Steel Matte Black PVD
SO630-SSMG Stainless Steel Matte Gold PVD
SO630-SSMRG Stainless Steel Matte Rose Gold PVD*

SO630-SSMT Stainless Steel Matte Titanium PVD*

• Marine Grade 316L stainless steel construction
• Easy to clean from limescale formations
• 11-3/4" diameter, 1/2" thick
• Shower arm to be ordered separately
• Flow rate restricted to 1.8 GPM at 45 PSI
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• AC870 3-1/8" Ceiling Shower Arm
• AC973 17-1/2" Wall-mount Shower Arm  

and Flange

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

Ø 1-⅜"

Ø 62/64"

1-31/32"

G ½"
3-

⅛"

AC870

3-1/8" Stainless Steel Ceiling-mount Shower Arm

• Marine Grade 316L machined 
stainless steel construction

• Fixed position (no swivel)
• IAPMO (cUPC) listed 
• Fully recyclable
• 
• Areas of application: Indoor & outdoor 

COMPATIBLE WITH (not supplied)
• SO629 7-⅞" Stainless Steel Rain Shower Head
• SO630 11-¾" Stainless Steel Rain Shower Head

AC870-SSM Stainless Steel Matte
AC870-SSP Stainless Steel Polished
AC870-SSMB Stainless Steel Matte Black PVD
AC870-SSMG Stainless Steel Matte Gold PVD
AC870-SSMRG Stainless Steel Matte Rose Gold PVD*

AC870-SSMT Stainless Steel Matte Titanium PVD*

* 

 

Available by special order only. 
Please allow 14-16 weeks lead-time. 

MGS Bagno SHOWERING XX 
3-1/8" Ceiling Shower Arm

AC870

Stainless Steel Matte
Stainless Steel Polished
Stainless Steel Matte Black PVD
Stainless Steel Matte Gold PVD
Stainless Steel Matte Rose Gold PVD*

Stainless Steel Matte Titanium PVD*

AC870-SSM   
AC870-SSP   
AC870-SSMB
AC870-SSMG
AC870-SSMRG
AC870-SSMT

• Marine Grade 316L machined 
stainless steel construction

• Maximum counter thickness: 1-3/16"
• Minimum install hole diameter: 1-1/4"
• Deck mounted
• High-precision machining: 

all parts are perfectly assembled
• Fully recyclable
• Areas of application: Indoor & outdoor

REQUIRED ROUGH (not supplied)
• X69.1082US


