
Matte Black (12-week leadtime) US-UNVCDIVMB_RLV

FEATURES

• Inspired by iconic industrial forms, Union sets a new standard for contemporary style

• Solid brass construction with fine knurled detail

• Volume control controls on/off and volume functions for a single component in a shower system.

• Diverter alternates water flow between two or three water outlets.

• Required roughs feature Fluhs quarter-turn ceramic disc volume control cartridge/Kerox

diverter cartridge

• Required rough sold separately: VC-ROUGH volume control, DIV-RGH two-way diverter or

3DV-RGH three-way diverter

SPECIFICATIONS

Handle style Lever

Inlet connection 1/2" or 3/4" NPT

Outlet connection size 1/2" or 3/4" NPT

Rough-in depth minimum VC-RGH - 2-7/8", DIV-RGH - 2-1/2", 3DV-RGH - 2-3/8"

Rough-in depth maximum VC-RGH - 3-5/8", DIV-RGH - 3-1/4", 3DV-RGH - 3-1/8"

Extension kit 5T1C0319NT + 5P0C0582NT

Installation type Concealed

Limited lifetime. Commercial

UNION VOLUME CONTROL AND DIVERTER TRIM WITH RED LEVER HANDLE

For further information contact Crosswater London, 393 Fortune Blvd, Milford, MA 01757 Toll free number: 844-XWATER-1 (844-992-8371) tel: 508-381-0433 fax: 508-381-6068Toll free number: 844-XWATER-1 (844-992-8371) tel: 508-381-0433 fax: 508-381-6068
www.crosswaterlondon.com | technical@crosswaterlondon.com

Crosswater London reserves the right to make revisions without notice to product specifications. Please see website for detailed warrarnty information.

https://www.crosswaterlondon.com
mailto:technical@crosswaterlondon.com
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