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Cartridge Change Guide 
 
 

 
 
 
 

Turn off the hot and cold water supplies to the faucet 
Remove the lever by inserting a 2.5mm Allen wrench on the bottom to loosen the 2.5mm set 

screw (see photo for positioning.) 
 
 
 
 
 
 



 
 
 
Once the set screw is sufficiently loose the lever (Part H) can be separated from the faucet. 
 
 
 
 
 
 
 
 
 
 
 
 



 

 
 

 
Remove the cap (Part G) by rotating counterclockwise to remove from faucet. 

 
 
 
 
 
 
 
 
 
 
 



 

 
 

Rotate cartridge nut (Part F), with a crescent wrench or 30mm socket wrench and rotate 
counterclockwise until removed.  

 
 

 
 
 
 

 
 

 
 

 



 
 
 

This is what the faucet looks like with the cartridge removed 
 
 
 
 
 
 
 
 
 
 
 
 



Flow Rate Issues 
 
 

 
 
 
 

To troubleshoot flow rate issues, remove the cartridge as stated above. Once the cartridge is 
removed locate the flow regulator (see photo). Remove the flow regulator with a small pair of 
needle nose pliers and reassemble the faucet. Turn the water suppliers back on and examine 
flow rate. 

 
 
 
 
 



 
 
 

 
 

This is what the flow regulator looks like when removed 
 
 
 
 
 
 
 
 
 
 



Type 1 Spray hose removal 
 
 

 
 

Locate the nut pictured above and rotate counter-clockwise 
 
 
 
 
 
 
 
 



 
 

Once this nut is sufficiently loose slide it down the spray hose to get it out of the way. 
 
 
 
 
 
 



 
Pull down on the spray hose until the check valve holder at the end of the hose comes free. This 
should normally have 3 O-rings. 



 
 

Twist off the check valve holder so it can be transferred to the new hose. 
 

 
 



Type 2 and 3 spray hose change 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 


