
•• Reliable, economy style 
connectors

•• Temperature rated 173o F (82oC)

•• Burst pressure is 450 PSI

•• Chrome plated nut

•• These products are UPC approved
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jones stephens corporation
3249 moody parkway • moody, alabama 35004

toll free phone: 1-800-355-6637 • toll free fax:  1-800-462-6991
www.plumbest.com

This product and others like it can be found
in the Jones Stephens catalog.  Call today
to order your catalog or download it from

our website:  www.plumbest.com

NYLON FAUCET CONNECTORS
PART NO. OD x FIP LENGTH
❑ S04-400 3/8” x 1/2” 9
❑ S04-401 3/8” x 1/2” 12
❑ S04-402 3/8” x 1/2” 16
❑ S04-403 3/8” x 1/2” 20
❑ S04-404 3/8” x 1/2” 30
❑ S04-405 1/2” x 1/2” 12
❑ S04-406 1/2” x 1/2” 16
❑ S04-407 1/2” x 1/2” 20
❑ S04-408 1/2” x 1/2” 30

PART NO. FIP x FIP LENGTH
❑ S04-409 1/2” x 1/2” 12
❑ S04-410 1/2” x 1/2” 16
❑ S04-411 1/2” x 1/2” 20

NYLON DELTA CONNECTORS
PART NO. OD x OD LENGTH
❑ S04-412 3/8” x 3/8” 12
❑ S04-413 3/8” x 3/8” 20

NYLON TOILET CONNECTORS
PART NO. OD x BC LENGTH
❑ S04-414 3/8” x 7/8” 9
❑ S04-415 3/8” x 7/8” 12
❑ S04-416 3/8” x 7/8” 16
❑ S04-417 3/8” x 7/8” 20
❑ S04-418 1/2” x 7/8” 9
❑ S04-419 1/2” x 7/8” 12
❑ S04-420 1/2” x 7/8” 16
❑ S04-421 1/2” x 7/8” 20

PART NO. FIP x BC LENGTH
❑ S04-422 1/2” x 7/8” 9
❑ S04-423 1/2” x 7/8” 12
❑ S04-424 1/2” x 7/8” 20


