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SPECIFICATIONS
P R O D U C T

MEASUREMENTS SUBJECT TO A 3% VARIANCE
MEASUREMENTS ARE FOR REFERENCE ONLY. TAYMOR RESERVES THE RIGHT TO CHANGE THE PRODUCT SPECS WITHOUT NOTICE. FOR PRODUCT WARRANTY, PLEASE VISIT TAYMOR WEBSITE FOR DETAILS

 

	 SPECIFICATIONS
›		 ADA THUMBTURN
›		 EXPOSED SCREW MOUNT
›		 UNIVERSAL 6-IN-1 LATCH
›		 HIGH TENSILE STEEL ANTI-SAW DEADBOLT WITH 1” THROW
›		 DEADBOLT FITS 2-1/8” OR 1-1/2” BORE HOLE
›		 FITS STANDARD DOOR THICKNESS 1-3/4” TO 2-1/4” 
›		 HIGH SECURITY DEADBOLT STRIKE

6-IN-1	LATCH
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TWIST ADJUSTABLE
2-3/4” (70 mm) OR
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ROUND	SINGLE-SIDED	DEADBOLT

3/8”
(9 mm)

1-3/8” - 1-3/4”
(35 mm - 45 mm)

1-3/16” (29 mm)

BUILDER PACK AGED BRONZE 10B+  SATIN NICKEL 15 MATTE BLACK 19 POLISHED CHROME 26 SATIN CHROME 26D CASE QTY 
ROUND SINGLE-SIDED DEADBOLT* 30-D01404BRN  30-D01404SN 30-D01404BLK 30-D01404PC 30-D01404SC 20

*This product is available for project order - minimum quantities and lead times apply.
For quotes or assistance for multi-family residential projects, please contact our Customer Service team.
CUSTOMER	SERVICE 1-800-388-9887

HIGH	SECURITY	STRIKE

MEETS ADA
STANDARDSLIMITED	LIFETIME	MECHANICAL	&	FINISH	WARRANTY

PREMIER
DEADBOLT

BUILDER	ROUND	
SINGLE-SIDED	DEADBOLT


