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Remove over
75% of

pesticides

SGS Certified
Tap water alone will not remove 
pesticides. Simply rinse your food in 
ozonized water to remove pesticides 
from the surface of fruits and 
vegetables. Cleans hard-to-wash fruits 
such as strawberries and grapes.

Kill over
99% of
bacteria

Bodycote Tested
Keep your food bacteria-free.

Wash your meats, hands, dishes,
baby bottles and toys with

ozonized water to kill bacteria.

Keep
food fresh

Reduce wasted food 
Extends the life of fruits, vegetables, 

meat and flowers by 2-3 times.

WITH A 10 SECOND RINSE 
YOU ACHIEVE:

OZONE 
FAUCET
with a commercial-grade

ozone generator

’s

In 2001, the FDA approved the use of Ozone commercially for food processors to kill food-borne pathogens.  
Now, Water, Inc. brings Ozone technology into your kitchen, right at your fingertips!

BENEFITS OF OZONE
• Natural & Chemical-Free: Ozone cleans food without chemicals such as chlorine*
• Better Quality Food: Ozone does not alter the taste or appearance of food
• Safer Food: Ozone reduces pesticides and chemical residues on food.
• Longer Shelf Life: Ozone reduces microorganisms on the surfaces of produce 
*Studies show that Ozone acts 3,000 times faster than chlorine at 100 times the strength.

OZONE IS NATURE’S SANITIZER!
USE OZONE WATER

AS YOUR SECRET WEAPON IN THE KITCHEN. 



8”

2”

(handle rotates,

does not extend)

1.25”

11”

Ozone Generator Installs Undersink, Electricity Required.
DC 12 Volts / 12 Watt / 1 Amp 

Generator Dimensions: Height: 7.5” / Width: 5” / Depth: 1.75”

INSTALLATION REQUIREMENTS:
• 110 Volt Outlet • Maximum 75 PSI

• Mount Hole Size: 1.5”

 MODEL DESCRIPTION  FINISH PART #  LIST PRICE
 
 OZONE Lead Free Ozonated Water Faucet 
 FAUCETS 
  Shipping Wt: 11 lbs.
  Tested to NSF/ANSI Standard 61 & CA Proposition 65. 

MAXIMUM recommended line pressure for this product is 75 PSI. Pressure above 75 PSI indicates the absence of a properly functioning water pressure regulator at the 
property. Excessive water pressure poses a risk of property damage to you.Problems due to excessive water pressure are NOT covered by this product’s warranty. BEFORE inst-
allation of any Water, Inc. product, confirm that water supply pressure does not exceed 75 PSI. Questions? Contact Water, Inc. Service Depart. at 800.322.WATER(9283)

NEW! OZONE FAUCETS
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OZONE ONE
CHROME           WI-FAOZONE1-CH          $1,316.95 

California Part # SKUA04

SATIN NICKEL    WI-FAOZONE1-SN          $1,356.95
California Part # SKUA05

OZONE TWO

CHROME           WI-FAOZONE2-CH          $1,506.95 
SATIN NICKEL    WI-FAOZONE2-SN          $1,546.95

OZONE THREE

CHROME           WI-FAOZONE3-CH          $1,506.95 
SATIN NICKEL    WI-FAOZONE3-SN          $1,546.95

OZONE FOUR

CHROME           WI-FAOZONE4-CH          $1,506.95 
SATIN NICKEL    WI-FAOZONE4-SN          $1,546.95

Meets National Lead Laws including NSF 372 - 2011 Drinking Water System Components - 
Lead Content and S.3874, Reduction of Lead in Drinking Water Act, CA AB 1953 and VT Act 193.
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Ozone generator
(installs undersink)

OZONE ONE              OZONE TWO        OZONE THREE           OZONE FOUR 

Includes faucet, Ozone generator & instruction manual.
OZONE ONE has 2 tip styles included with the faucet. 

This ozone faucet and commercial-grade ozone generator 
work together to bring you ozonated water.  Ozonated water 
is a very helpful tool for your kitchen arsenal, once you ex-
perience the magic you won’t be able to live without it!  This 
works like a regular main kitchen mixer faucet, delivering hot 
and cold water.  With the faucet on, press the green button 
at the base of the faucet to activate the ozonated water. 
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extra tip
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