
• Pullout Hose Length: 14-16” (Final Length May 
Vary Depending on Spout Type)

• Fits Deck Up To 2-1/2” Thick
• Recommended Mounting Hole: 1-3/8”
• All Lead-Free Brass Construction
• Flow Rate: 1.75 GPM
• Ceramic Mixing Cartridge
• 2 Flow Patterns, Aerated and Spray, 

Controlled By One Button
• 360° Rotating Spout with Magnetic Docking for 

Spray
• Professional Installation Required
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Meets the applicable requirements of ASME A112.18.1-2005/CSA B125.1-05, entitled “Plumbing Supply Fittings”.
Watermark Designs reserves the right to make revisions without notice to produce specifications.  All product dimensions are nominal.
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SCALE: 1:3REV:11/12/2021Meets the applicable requirements of ASME A112.18.1-2005/CSA B125.1-05, entitled “Plumbing Supply Fittings”
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71-9.1.3PG4-LLD4V-DIM
n/a

71-9.1.3PG2-LLD4V
Deck Mounted, Single Handle, Gooseneck  
Kitchen Prep Faucet with Pull Down Spray

Lily

Available in all finishes shown on the Available in all finishes shown on the Watermark Designs websiteWatermark Designs website

https://watermark-designs.com/finishes

